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1. DESCRIPTION.

2. GENERAL. The NES-25A Personnel Parachute As-
sembly and LS-1 Drogue Parachute Assembly are part of the
North American Aviation LS-1 Ejection Seat Escape System
and are designed for use with a PCU-33/P or PCU-56/P Para-
chute Restraint Harnes an

3. The LS-1 drogue parachute is used to decelerate and sta-
bilize the ejection seat and to position the seat in the proper
attitude for aircrew/seat separation.

4. The drogue parachute is 52-in. in diameter, made of ny-
lon fabric and constructed in a ribless type surface. The
drogue canopy consists of 12 gores and 12 suspension lines.
The drogue risers are made of nylon webbing whose ends are
covered with leather buffers. The drogue parachute is
stowed in the ejection seat headrest and is attached to the seat
by its four risers.

5. The NES-25A Personnel Parachute includes a multicol-
ored (white, olive green, international orange, and sand
shade), 28 ft. diameter, flat, circular, nylon canopy with 28
gores modified with water deflation pockets and spreading
gun loops. The canopy is packed in a nylon fabric contain-
er. An automatic parachute ripcord release (APRR) is used
to open the container and a ballistic spreading gun is used to
rapidly extend the canopy skirt hem during deploy-
ment. The riser assembly includes shoulder harness fittings
used with the ejection seat restraint system and two canopy
release fittings or parachute harness sensing release units
which attach to two adapters on the PCU-33/P or PCU-56/P
Parachute Restraint Harness. The container also incorpo-
rates a lapbelt assembly used with the ejection seat restraint
system and to provide attachment points for the seat survival
system.

6. CONFIGURATIONS. The only authorized configura-
tions for the - dt -1 Parachute Assemblies
are shown in [(Figures 1 [and 2). |Refer to Illustrated Parts
BreakdownsIWP 020 04 |and| WP 02103 Ifor exact configura-
tion requirements.

7. SUBASSEMBLY CONFIGURATIONS. The subas-
semblies listed below make up the NES-25A assembly and
are shown in|(Figure 3)| Refer to|WP 020 04/for detailed in-
formation on subassemblies.

Pilot Parachute
Bridle Line
Riser Assemblies

Connector Straps
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Ripcord Assembly

Back Pad

Line Stowage Sleeve Assembly
Automatic Parachute Ripcord Release
Spreading Gun Assembly

Canopy Assembly

Container Assembly

Parachute Harness Sensing Release Units

8. PRINCIPLES OF OPERATION.

NOTE

The LS-1 Ejection Seat Escape System is de-
signed to initiate seat/man separation at 13,000
feet or 0.5 seconds after ejection if below 13,000
feet.

9. AUTOMATIC OPERATION ABOVE 13,000 FT.
ALTITUDE. When an aircrew ejects above the predeter-
mined aircrew/seat separation altitude (13,000 + 1,000 ft.),
the following functions take place:

a. As ejection sequence is initiated and the ejection seat
begins to travel, a bell crank arm contacts a striker pin on the
cockpit structure. The drogue gun fires and deploys the
drogue parachute. The drogue parachute stabilizes the seat
asthe aircrew/seat combination free falls to aircrew/seat sep-
aration altitude.

b. When the aircrew/seat separation altitude is reached,
the seat aneroid power device initiates aircrewmember/seat
separation by actuating the harness release thruster, releas-
ing the lap and shoulder fittings. Immediately after harness
release, the separation bladders installed behind the para-
chute and under the survival kit inflate forcibly thrusting the
aircrew forward and upward from the seat.

c. As the aircrew separates from the seat, the ripcord re-
lease arming cable is withdrawn, arming the release.

d. The aircrew may free fall until increasing air pressure
causes the ripcord release aneroid to contract. As the pre-set
altitude is reached, the aneroid has contracted sufficiently to
allow the firing pin and hammer to unlock.

e. The hammer firing pin strikes the cartridge.

f. The cartridge fires after a 0.575 sec time delay.

g. The piston is forced forward in the release barrel, pull-
ing the ripcord cable which is attached to the top ripcord

pin. The ripcord pins are pulled, allowing the container
grommets and locking cones to separate.
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Figure 1. Personnel Parachute Assembly, NES-25A
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Figure 2. Drogue Parachute Assembly, LS-1
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6.2-5460B
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Figure 3. Subassemblies, NES-25A (Sheet 1 of 4)
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Figure 3. Subassemblies, NES-25A (Sheet 2 of 4)
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h. The container spring opening assemblies pull the side
flaps apart, allowing the internal pilot parachute to spring
from the container and inflate.

i. The aircrew falling away from the pilot parachute causes
the canopy to be pulled from the container, followed by the
suspension lines.

j. Justprior to full canopy and suspension line deployment,
the spreading gun firing lanyard pulls the firing pin from the
firing mechanism. This releases the striker which, under
spring pressure, strikes and initiates the cartridge.

k. Gas pressure from cartridge forces out the internal pis-
tons propelling the slugs outward. The slugs simultaneously
drag the attached suspension lines outward in a 360-degrees
spread, allowing a more rapid opening of the canopy.

1. In the event of a spreading gun malfunction, a fail-safe
backup subsystem operates. After the firing pin is with-
drawn, tension on the firing lanyard is exerted on the fail-
safe assembly sleeve which retracts the shear band assemb-
ly. This releases the slugs and allows the canopy to inflate
aerodynamically.

m. As load is applied, the riser fasteners disengage from
the container and the connector link ties break. The releas-
able clamp lanyard is pulled from the base plate stud, releas-
ing the clamp and freeing the ripcord and power cable hou-
sing. Full deployment of the parachute then occurs. The
aircrewmember descends suspended in the PCU-33/P or
PCU-56/P Parachute Restraint Harness.

n. During descent, the aircrew may manually actuate the
four-line release system which will reduce oscillation and al-
low the aircrew to maneuver the parachute to a less hazard-
ous landing site.

o. Upon landing, the aircrew releases the parachute from
the PCU-33/P or PCU-56/P Parachute Restraint harness by
actuation of the canopy release fittings.

p. The parachute harness sensing release unit provide an
automatic backup method of releasing the risers after the air-
crew makes a seawater entry.

10. AUTOMATIC OPERATION BELOW 13,000 FT.
ALTITUDE. When an aircrew ejects below the predeter-
mined aircrew/seat separation altitude (13,000 +1,0000 ft.)
the following functions take place:
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a. As ejection sequence is initiated and the ejection seat
begins to travel, a bell crank arm contacts a striker pin on the
cockpit structure. The drogue gun fires and deploys the
drogue parachute. The drogue parachute stabilizes the seat
for aircrew/seat separation.

b. The seat aneroid power device initiates aircrew/seat
separation by actuating the harness release thruster, releas-
ing the lap and shoulder fittings. Immediately after harness
release, the separation bladders installed behind the para-
chute and under the survival kit inflate forcibly thrusting the
aircrew forward and upward from the seat.

c. As the aircrew separates from the seat, the ripcord re-
lease arming cable is withdrawn, arming the release.

d. The hammer firing pin strikes the cartridge.
e. The cartridge fires after a 0.575 sec. time delay.

f. The piston is forced forward in the release barrel, pulling
the ripcord cable which is attached to the top ripcord
pin. The ripcord pins are pulled, allowing the container
grommets and locking cones to separate.

g. The container spring opening assemblies pull the side
flaps apart allowing the pilot parachute to spring from the
container and inflate.

h. The aircrew falling away from the pilot parachute
causes the canopy to be pulled from the container, followed
by the suspension lines.

i. Justprior to full canopy and suspension line deployment,
the spreading gun firing lanyard pulls the firing pin from the
firing mechanism. This releases the striker which under
spring pressure, strikes and initiates the cartridge.

j. Gas pressure from the cartridge forces out the internal
pistons propelling the slugs outward. The slugs simulta-
neously drag the attached suspension lines outward in a
360-degrees spread, allowing a more rapid opening of the
canopy.

k. In the event of a spreading gun malfunction, a fail-safe
backup subsystem operates. After the firing pin is with-
drawn, tension on the firing lanyard is exerted on the fail-
safe assembly sleeve which retracts the shear band assembly.
This releases the slugs and allows the canopy to inflate aero-
dynamically.
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L. As load is applied, riser fasteners disengage from con-
tainer and the connector link ties break. The releasable
clamp lanyard is pulled from base plate stud, releasing the
clamp and freeing the ripcord and power cable housing. Full
deployment of the parachute then occurs. The aircrew de-
scends suspended in the PCU-33/P or PCU-56/P Parachute
Restraint Harness.

m. During descent, the aircrew may manually actuate the
four-line release system which will reduce oscillation and al-
low the aircrew to maneuver the parachute to a less hazard-
ous landing site.

n. Upon landing, the aircrew releases the parachute from
the PCU-33/P or PCU-56/P Parachute Restraint harness by
actuation of the canopy release.

0. The parachute harness sensing release units provide an
automatic backup method of releasing the risers after the
aircrew makes a seawater entry.

11. MANUAL OPERATION. Manual operation of the
parachute assembly is necessary when the ejection seat
emergency restraint release is used as an emergency exit
control, leaving the seat in the aircraft, which prevents the
arming of the automatic parachute release. In addition, if
the ripcord release fails after aircrew/seat separation during
the ejection sequence, manual operation is required. If
manual operation is initiated, the following functions take
place:

a. Manually pulling the ripcord grip removes the ripcord
pins from the container locking cones, permitting grommets
and locking cones to separate.

b. The container spring opening assemblies pull the side
flaps apart allowing the pilot parachute to spring from the
container and inflate.

c. The aircrew falling away from the pilot parachute
causes the canopy to be pulled from the container followed
by the suspension lines.

d. Just prior to full canopy and suspension line deploy-
ment, the spreading gun firing lanyard pulls the firing pin
from the firing mechanism. This releases the striker which,
under spring pressure, strikes and initiates the cartridge.

e. Gas pressure from cartridge forces out the internal pis-
tons propelling the slugs outward. The slugs simultaneously
drag the attached suspension lines outward in a 360-degrees
spread, allowing a more rapid opening of the canopy.

020 00
Page 10 of 10

f. In the event of a spreading gun malfunction, a fail-safe
backup subsystem operates. After the firing pin is with-
drawn, tension on the firing lanyard is exerted on the fail-
safe assembly sleeve which retracts the shear band assem-
bly. This releases the slugs and allows the canopy to inflate
aerodynamically.

g. Asloadisapplied, the riser fasteners disengage from the
container and the connector link ties break. The releasable
clamp lanyard is pulled from the base plate stud, releasing
the clamp and frees the ripcord and power cable
housing. Full deployment of the parachute then
occurs. The aircrew descends suspended in the PCU-33/P or
PCU-56/P Parachute Restraint Harness.

h. Upon landing, the aircrew disengages the parachute as-
sembly from the PCU-33/P/P or PCU-56/P Parachute Re-
straint Harness by actuating the canopy release assembly.

i. The parachute harness sensing release units provide an
automatic backup method of releasing the risers after the
crew makes a seawater entry.

12. REPACK SCHEDULE.

a. Schedule repack cycle is 448 days.
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1. INTRODUCTION.

a. This Work Package (WP) contains instructions for
organizational level repair to ensure that the parachute
assembly remains in Ready-For-Issue (RFI) status.

b. When performing repairs detailed in this WP, follow
these guidelines:

(1) Review all applicable instructions prior to starting
repair.

(2) Ensure that all necessary support equipment and
materials required are available prior to starting repair.

(3) When required remove enough material from its
source for immediate use only. Ensure that the material
identification ticket remains with the source material at all
times. Material that cannot be identified will not be used.

(4) To ensure conformity, all repair work shall be
carefully inspected and compared to applicable instructions
at completion of work.

(5) A Quality Assurance (QA) inspector shall examine
the finished work.

2. RISER ASSEMBLY.

3. REPLACEMENT OF RIPCORD HOUSING CLIP
TACKING.

Materials Required

Specification or

Part Number Nomenclature

V-T-295 Thread, Nylon,
Size E, Type | or Il,

Class A

NOTE

Tie off all tackings with a surgeon’s knot topped with
a square knot, followed with a binder knot perf WP 002

[ 00. |Trim off excess leaving 1/2-in.

a. If necessary, reinsert ripcord housing clip into webbing
loop attached to riser (Figure 1).

b. Tack thru loop and thru hole in housing clip with one
turn of size E thread, single and waxed; tie off (Figure 1).

(QA)
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RIPCORD
GRIP
RETAINER

6.2-5649
Figure 1. Ripcord Housing Clip Tacking
Replacement

c. Insert ripcord grip into retainer.

4. CONTAINER ASSEMBLY.

5. REPLACEMENT OF RIPCORD PIN RETENTION
TIE.

Materials Required

Specification or

Part Number Nomenclature

V-T-295 Thread, Nylon,
Size E, Type | or Il,

Class A

a. Completely remove broken retention tie from ripcord
pin and cable.

b. Loop a 12-in. length size E thread, single and waxed,
under bottom ripcord pin. Secure by bringing thread ends
together and forming 3 to 5 half-hitches above ripcord pin
ferrule. Top off with a binders knot (Figure 2).

RETENTION TIE

BINDER KNOT

6.2-5648
Figure 2. Ripcord Pin Retention Tie Replacement
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c. Trim excess thread 1/2-in. from knot.

6. REPLACEMENT OF SPRING OPENING
ASSEMBLY.

a. Measure length of replacement spring opening assem-
bly. Required length is 10 3/8 =+1/4-in. when measured
from end of one hook to end of other hook with no tension
applied.

b. Inspect spring opening assembly for broken spring,
contamination, corrosion, cuts, fraying, bent or broken
hooks, elasticity and loose or broken stitching.

c. Remove back pad from container.

d. Remove defective spring opening assembly from eyelet
on container centerline.

e. Attach hook of defective spring opening to hook of
replacement spring opening assembly at pull tab end. Pull
replacement spring opening assembly thru channel while
removing defective spring opening assembly.

f. Attach hook of replacement spring opening assembly
with hook facing down to eyelet on container centerline.
Crimp hook to eyelet.

g. Attach remaining hook to corresponding eyelet on
container.

h. Attach back pad to container.

7. REPLACEMENT OF RELEASE LANYARD
LOCKING PIN SAFETY TIE.

Materials Required

Specification or

Part Number Nomenclature

V-T-295 Thread, Nylon,

Size FF, Type l or I,
Class A

NOTE
Tie off all tackings with a surgeon’s knot topped with

a si uare knot, followed with a binder knot per{WP 002

rim off excess leaving 1/2-in.

a. Completely remove loose or broken safety tie.
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b. Tie locking pin to stud with one turn of size FF thread,
single and waxed. Pass thread thru lanyard knot; tie off
(Figure 3).

]
- ({
= My

RIPCORD HOUSING

g
SAFETY TIE

=~ POWER CABLE

Ol

2,

LANYARD

6.2-5673
Figure 3. Release Lanyard Locking Pin Safety
Tie Replacement

8. LAP BELT ASSEMBLY.

9. REPLACEMENT OF LAP BELT RELEASE
ASSEMBLY.

Materials Required

Specification or

Part Number Nomenclature

MIL-S-22473 Sealing, Compound,

Grade H

a. Remove two shoulder screws. Pull release assembly
away from webbing and slide pin out of harness webbing
loop.

b. Inspect new release assembly for operation, corrosion,
burrs, and sharp edges.

c. Insert new pin into webbing loop.

d. Apply sealing compound to threads of two shoulder
screws. Install screws thru holes in release assembly and
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6.2-5652

Figure 4. Lap Belt Release Assembly Replacement

10. SURVIVAL KIT.

11. REPLACEMENT OF RSSK-3 SURVIVAL KIT.

Materials Required

Specification or

Part Number Nomenclature

V-T-295 Thread, Nylon,
Size 6, Type l or 11,

Class A

NOTE

Tie off all tackings with a surgeon’s knot topped with
a square knot, followed with a binder knot per|WP 002
i !

rim off excess leaving 1/2-in.

a. Ensure survival kit has been inspected per NAVAIR
13-1-6.3-2.

b. Position packed parachute assembly on table with back
pad facing up. Position RSSK-3 survival kit on table so that
attaching flaps of survival kit and parachute face each other.

c. Attach parachute survival kit by mating slide
fastener. Tack slider tab to attaching flap on parachute
container with two turns of size 6 thread single and waxed;
tie off (Figure 5).

d. Ensure retention straps on left side are inboard of
oxygen hose connection of survival kit container.

Page 4 of 6
S
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e v o = —~ =
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.2-5674

Figure 5. Attach Parachute Survival Kit °

e. Reeve kit retention straps on parachute thru adapters on
survival kit. Reeve straps back thru adapters to obtain 5 to
6 in. of straps between center of adapter and lapbelt. Fold
free ends of straps under and wedge straps down to buckle.
Tack fold of strap to strap underneath with two turns of size
6 thread, single and under waxed; tie off (Figure 6).

TACKING
(TYP)

6.2-5674A

Figure 6. Reeve Kit Retention Straps Thru Adapters

12. REPLACEMENT OF SLIDER TAB AND RETEN- [}

TION STRAP TACKINGS.

Materials Required

Specification or

Part Number Nomenclature

V-T-295 Thread, Nylon,
Size 6, Type l or 11,

Class A
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NOTE

Tie off all tackings with a surgeon’s knot topped with
a sguare knot, followed with a binder knot peﬂ WP 002
Trim off excess leaving 1/2-in.

a. Completely remove loose or broken tacking(s).

b. Replace slider tab tacking by tacking tab to flap with
two turns of size 6 thread, single and waxed; tie off per
Wl | Paragraph 11, Step c. |

c. Replace retention strap tackings with two turns of size
6 thread, single and waxed; tie off per{Paragraph 11, Step e.

13. STOWAGE OF SPREADING GUN SAFETY PIN
FLAG.

a. Position spreading gun safety pin flag on table with
securing strap facing down and safety pin as shown. Fold
flag with safety pin tucked inside so that securing strap faces
up (Figure 7).

6.2-5854

Figure 7. Positioning of Spreading Gun
Safety Pin Flag

b. When flag is completely folded, pass securing strap
around left kit retention strap between container and lapbelt
(ripcord handle side). Close snap fastener. Close flag snap
fastener (Figure 8). (QA)
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Figure 8. Securing of Safety Pin Flag

6.2-5854A

14. PARACHUTE HARNESS SENSING RELEASE |
UNIT (PHSRU).

15. REPLACEMENT OF PHSRU TORQUE SEAL. |}

Materials Required

Specification or

Part Number Nomenclature

F-900 Torque Seal (Color Optional) Sealing Compound

a. Torque loose screws to a value of 11 to 13 in-lbs.

b. Apply torque seal to the plug assembly, sensor plug
and electronics package assembly attaching screws
(Figure 9).

TORQUE
SEAL (TYP)

TORQUE
SEAL (TYP)

6.2-6716

Figure 9. Replacement of Torque Seal on
PHSRU
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16. REPLACEMENT OF PHSRU BATTERY AND
SENSOR PLUG.

Support Equipment Required

Specification or

Part Number Nomenclature
FLUKE-77 Multimeter
SA852AS112 Torque Driver
SA852AS113 Torque Tool, Sensor Plug
GGG-W-641 Socket Handle, 1/4-in. Drive
3405AS101-2 Socket, Special 7/16 x 1/4-in. Drive

a. Perform PHSRU Organizational Level Maintenance
in accordance with|WP 024 02 |for the following tasks:

(1) Removal of battery.
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(2) Installation of battery.
(a) Conduct the following:
1) Battery voltage check.
2) Battery polarity check.
3) Battery installation.
4) Final check.
(3) Removal of sensor plug.
(4) Installation of sensor plug.
(a) Conduct the following:
1) Sensor plug resistance check.

2) Final check.
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1. GENERAL.

a. Packing instructions are provided with the assump-
tion that they will be carried out under ideal conditions
in a parachute loft [WP 003 OOi When a parachute
assembly must be packed under unfavorable conditions,
provisions must be made to protect it from possible
damage and excessive humidity.

b. In no case shall the packing of a parachute
assembly be interrupted after the packing operation has
been started. If the packing operation is interrupted due
to unforeseen circumstances, parachute assembly shall
be completely repacked per instructions contained in
this Work Package (WP).

c. Quality Assurance (QA) points have been included
in the packing procedures. When a procedural step is
followed by “(QA)” there is a quality assurance require-
ment. Witnessing of QA steps may be delayed QA if
their satisfactory completion is verified in later steps.

d. During packing procedures, packer shall be
positioned on left side of packing table and helper on

right side when viewed from riser end of table.

2. PRELIMINARY PROCEDURES.

Support Equipment Required

Part Number Nomenclature
711-07076 Altitude Chamber
— C-Clamp (2)
Refer to Fid (2)
Refer tolWP 005 00 Guide Tube
TMA2 Hex Head Driver
1/16-in. Bit

Refer to|WP 005 00 Line Stowage Aid

Refer to] WP 005 00 Long Bar (2)
FLUKE 77 Multimeter
Refer tolWP 005 00 Packing Hook

Refer to/WP 005 00 Pilot Parachute, Pin Plate

Refer to [WP 005 00

Ripcord Pin Lock

Part Number Nomenclature

020 02
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MS17985C310 Safety Pin
DPP-50 Scale, Spring

— Screwdriver, Torque

Refer to

Shot Bag (6)

11-1-3512 Small Line Separator
Refer to Temporary Locking Pin (4)
ST86-0064-1 Test Fixture
TQS6 Driver, Torque, in-Ibs.
GGG-W-00686 Wrench, Torque

Materials Required

Specification or

Part Number Nomenclature

0-E-760 Alcohol, Denatured
MIL-S-45180 Compound Sealing
Type 11

PIA-C-5040 Cord, Nylon,
Type 1A or 111, 16 ft.

TT-I-1795 Ink, Marking Black
701AS100-1 Tape, Nylon
Type 11, 18-in.

V-T-295 Thread, Nylon,
Size A, Type I or II,

Class A

V-T-295 Thread, Nylon,
Size E, Type I or II,

Class A

V-T-295 Thread, Nylon,
Size FF, Type I or II,

Class A

V-T-295 Thread, Nylon

Size 6, Type I or II,
Class A
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Specification or

Part Number Nomenclature

711-07077 Test Slug (3)

F-900 Torque Seal (Color Optional) Sealing Compound

a. Ensure that all support equipment and materials re-
quired are available prior to starting.

b. Inspect packing tools for nicks, burrs, or sharp edges
which may cause damage to the parachute assembly.

c. Count and record number of packing tools.
d. Clean packing table.
| 3. SPREADING GUN SAFETY PIN.
a. Ease of operation.
b. Presence of two locking balls.
c. Condition of flag and flag stowage strap.

| 4. LAYOUT OF RIGGED PARACHUTE ASSEMBLY.

‘ WARNING I

Use extreme caution. This parachute assembly incor-
porates a spreading gun.

a. Check proper operation of spreading gun safety pin by
depressing button and ensuring ball bearings on top of pin
depress only while button is engaged. Check condition of
flag and flag stowage strap.

‘ WARNING I

Do not remove spreading gun or suspension lines from
container.

b. Completely open parachute container and detach spring
opening assemblies.

c. Carefully raise folded canopy exposing spreading gun.
Open fasteners on extractor sleeve and fully insert safety pin
into spreading gun. The safety pin button must be depressed
to insert pin (Figure 1). (QA)
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L

v
SPREADING GUN

6.2-5520
Figure 1. Safety Pin Installation

‘ WARNING I

Do not remove spreading gun safety pin at any time
during this procedure.

d. Open extractor sleeve fasteners on each side of spread-
ing gun safety pin.

e. Release fastener securing stowage sleeve to extractor
sleeve.

f. Remove stowage sleeve from extractor sleeve.
g. Remove only folded canopy from container.

h. Cut tackings from suspension line cover flap and rotate
flap from container.

i. Remove yoke and plate assembly from connector link on
helper’s side and then remove spreading gun firing lanyard.

j. Reinstall yoke and plate assembly on connector link.
k. Remove safety tie to firing lanyard thong and then re-
move thong from nylon tape secured to grommet on line

stowage sleeve attachment loop.

1. Remove tacking from firing lanyard to stowage sleeve.
Remove firing lanyard from suspension line stowage sleeve.

m. Cut tacking from stowage sleeve tab and remove sus-
pension lines from stowage sleeve.

n. Remove connector link ties from connector links and
container assembly.

0. Remove release lanyard from bottom left connector
link.
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I p. Remove risers from container strap assembly fasteners.

5. REMOVAL OF SPREADING GUN CARTRIDGE.

‘ WARNING I

Safety pin must be installed in spreading gun.

NOTE

Use only special tools furnished for cartridge removal
orreplacement. Itisrecommended thata helper assist
person performing cartridge replacement by verifying
procedures as each step is accomplished. Cartridge
removal firing pin pull force check shall be made each
time the parachute assembly is packed.

a. Ensure safety pin is installed in spreading gun. (QA)

I b. Helper will place spreading gun on packing table, with

cartridge opening in upright position and hold (Figure 2).

6.2-5922A

[ | Figure 2. Positioning of Spreading Gun

CAUTION

Cartridge extractor wrench surface must mate with
cartridge. Resurface wrench if required.

I c. Place pins of cartridge extractor wrench into holes in

cartridge (Figure 3).
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6.2-5923A

Figure 3. Removal of Spreading Gun Cartridge [ |

‘ WARNING I

The spreading gun employs an explosive cartridge.
Failure to observe procedures in this Paragraph could
result in serious injury.

‘ WARNING I

If difficulty occurs in removal of cartridge using
extractor wrench furnished with test fixture, request
aid of explosive ordnance disposal (EOD)

d. Manually unscrew and remove cartridge from chamber.

e. Remove cartridge from retainer cord by removing
pin. Retain pin for reinstallation.

f. Store/dispose of cartridge per NAVAIR 11-100-1.1.

g. Attacha 16-ft. length of messenger cord to loop end of
anti-squid retainer cord.

6. SPREADING GUN PULL FORCE CHECK. I

a. Clamp spreading gun test fixture|(WP 005 00) to pack-

ing table. Use one C-clamp positioned as closely as possible
to clamp assembly.
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b. Examine spreading gun chamber to ensure that no g. Attach hook assembly to firing pin eye and slide hook
pistons are protruding into chamber and that no foreign assembly block over nut attached to spring scale.

matter is present.
h. Move switch on spring scale to center position. Zero
c. Remove safety pin from spreading gun. scale by rotating bezel. Move switch to full down position
away from meter to observe pull force.
d. Slide spreading gun onto test fixture so that shaft butts
[ against bottom of cartridge chamber (Figure 4).

CAUTION

Do not withdraw firing pin subassembly further than
the distance needed for release of firing pin.
Complete removal of firing pin is not required for this
test. Complete removal will cause ball bearings to
unseat, thus requiring depot overhaul.

i. Pull test fixture lever until firing pin subassembly
releases. Verify pull force is between 32 + 6 Ibs. If |
spreading gun fails first test, it shall be retested twice
more. Spreading gun must pass both retests. (QA)

NOTE
If spreading gun fails pull force check, remove gun
from service per| WP 004 00.

j. After pull force measurement has been obtained, remove
hook assembly from firing pin subassembly.

6.2-5256C

k. Push firing pin subassembly back into housing. Push

[ | Figure 4. Installation of Spreading Gun control disc firmly inward, forcing firing pin subassembly
out of housing. Apply inward hand pressure to firing pin

e. Open spreading gun extractor sleeve and expose firing §ubassembly as it moves out. Contjl}ue tomove control disc

pin housing. 1¥1V\{ard,'apply1ng hand pressure tO'flI'lI'lg pin subasserpbly un-

til it clicks into place. When click is heard, gun is cock-
ed. Gently release control disc while still exerting pressure

f. Slide block assembly at center of test fixture under firing et .
on firing pin subassembly.

pin housing until block assembly pin slides into base plate
hole. Align firing pin subassembly so that eye is horizontal

B and firing lanyard is located on top (Figure 5). 1. Tug gently on firing pin subassembly until effect of
spring loading is felt. If firing pin subassembly moves

without spring tension, the gun is not cocked and step k must
be repeated. (QA)

m. Release block assembly by pulling pin out of hole in
baseplate and sliding away from spreading gun.

Y

BLOCK ASSEMBLY

e
AR N WARNING
- & on

\
g Nt
R 4 1 Sty
1\ FIRING PN S §F R T Safety pin must be installed.
\ \ SUBASSEMBLY R ~
SR TR n. Install safety pin in spreading gun.
6.2:5256D

0. Remove spreading gun from test fixture. Do not
| Figure 5. Alignment of Spreading Gun in Text Fixture remove gun by pulling on firing lanyard.
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p. Remove test fixture from packing table.

Bl 7. LAYOUT OF PARACHUTE ASSEMBLY.

a. Stretch canopy and suspension lines full length on
packing table. Rotate spreading gun so that suspension lines
1 and 28 are facing up and lines 14 and 15 are on bottom.

b. Attach tension strap hook to canopy apex lines.

c. At spreading gun, separate suspension lines into two
equal groups with lines 1 thru 14 on packer’s side and lines
15 thru 28 on helper’s side. Grasping each group of lines,
walk from skirt hem to connector links removing any dips

B and twists between the two groups (Figure 6).

("——1

® O

@ @ N
/ & @
® @\
( ® @
Y END OF SPREADIG Com v]
\
o/

©
®@
Vegp0e®

AT SPREADING GUN

OOEOERD GEOE®H®

OO BGED®®OE®

[ | Figure 6. Arrangement and Oreintation of
Suspension Lines
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d. Place connector link holding suspension lines 1 thru 7
on top of connector link holding suspension lines 8 thru
14. Place connector link holding suspension lines 15 thru 21
on top of lines 22 thru 28. Insert tension hooks into connec-
tor links and into packing table.

e. Apply slight tension to canopy until suspension lines are
taut.

f. Pull vent collar down toward canopy. Align exposed
vent hem.

g. Pull vent collar back to original position.

8. REMOVAL/DISARMING/DISASSEMBLY OF I
AUTOMATIC PARACHUTE RIPCORD RELEASE.

‘ WARNING I

Do not pull arming cable from armed release
assembly, as this will cause it to fire.

a. Open release assembly pocket in the parachute
container, and remove release assembly a sufficient distance
to allow disassembly.

b. Remove cover locking screw and washer|(Figure 7).| ||}

NOTE

Cover and power cable assembly and receiver and
barrel assembly are serialized, matched sets. Do not
mix assemblies.

c. Slide cover off receiver and barrel assembly.
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CORRECT

7. ASSEMBLY LABEL
ARMING PIN
INSTALLATION LABEL Y O N
LOCKING SCREW LABEL
COVER AND
POWER CABLE

HOUSING ASSEMBLY - N
COVER LOCKING

e WASHERv/Q
y

BAROMETRIC
ANEROID ALTITUDE
INDICATOR LABEL

WARNING LABEL

NOMENCLATURE
PART NO. AND
SERIAL NO. LABEL

CARTRIDGE
INSTALLED
/ LABEL
END VIEW POWER CABLE
LEAF SPRING HOUSING

SNAP LOCK POWER CABLE

ANEROID SEAL SNAP LOCK

ANEROID LEAK

DETECTOR (RIGHT} POWER CABLE EYE

ARMING PIN RETAINER ] AW m ) SHEAR PIN

ARMING
CABLE

ARMING PIN

SAFETY
ARMING CABLE ARMING HOUSING RETAINER
HOUSING CABLE RETAINER RELEASE SOCKET
NOTE:
LABELS ARE SHOWN
UPSIDE DOWN.

6.2-5017B

Figure 7. Automatic Parachute Ripcord Release, Model 7000
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d. Disengage barrel by pushing down on snap-lock; slide
back and release (Figure 8).

BARREL
SNAP-LOCK 6.9-5362

Figure 8. Disarming Ripcord Release

e. Remove cartridge from barrel immediately after barrel
is disengaged. Store cartridge per NAVAIR 11-100-1.1.
(QA)

f. Remove arming cable housing from receiver and barrel
by depressing retainer releas Remove arming
cable housing from receiver, Teaving arming cable pin
installed.

g. Ensure that arming cable pin is positively retained by
arming pin retainer|(Figure 7)]

h. Remove arming cable pin from receiver by grasping
arming pin and pulling.

i. Remove arming cable and clip from arming cable
housing.

9. INSPECTION (SPECIAL).

a. Maximum scheduled repack cycle is 448 days.
10. SERVICE LIFE CHECK AND CONFIGURATION
UPDATING.
NOTE

Unless otherwise noted, parachute component life
shall start on the month of the date of manufac-
ture and expire on the last day of that month.

020 02
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a. All internal service life components, including
cartridges, shall be replaced if service life expires prior
to the next repack cycle. Repack cycles may be
shortened to correspond to the first component that is
expiring prior to the next inspection cycle. An external
overage component (i.e. Parachute Harness Sensing
Release Unit Cartridge) can be replaced without a
parachute repack.

NOTE

Upon initiation of any Quality Deficiency Report
(QDR), contact the In-Service Support Team at
NAWCWD, China Lake, CA.

b. When replacing an external overage component
without a parachute repack, draw a single red line
through any information pertaining to that component
on the Parachute Record (OPNAV 4790/101). The
replacement component will be annotated on the next
available line. The QA who witnessed the task shall
apply the QA stamp to the right of the entry and
complete the VIDS/MAF (OPNAV 4790/60).

c. A parachute assembly may be opened to permit
compliance with a Technical Directive. After comple-
tion of directive, the parachute assembly repack cycle
may be re-based if all parachute components have the
necessary life available or may be returned with the
original repack date in order to keep it aligned with the
actual aircraft inspection cycle.

d. When a component reaches the service/total life
limit, it shall be returned to supply for disposition.

e. If parts received from supply are lacking a date of
manufacture and are new in manufacturer’s packaging,
they may be used for one complete repack cycle, then
removed. Place ”No Date of Manufacture” in the Date
of Manufacture’s block on the Parachute Record
(OPNAV 4790/101). Submission of a Quality
Deficiency Report (QDR) shall follow each occurrence.

f. Components without a service/total life shall be re-
moved from service if the components do not pass
inspection, as determined by Quality Assurance Repre-
sentative (QAR) or Collateral Duty Inspector (CDI).

g. Spreading gun retainer cord is changed with the
spreading gun.

h. Check date placed in-service and date of
manufacture on each parachute part for service/total life
as follows:
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Nomenclature Service Life (Yr) Total Life (Yr)
Battery 4 4
Canopy Assembly None 15

Refer to NAVAIR 11-100-1.1
Refer to NAVAIR 11-100-1.1
Refer to NAVAIR 11-100-1.1
(See Note 1) (See Note 1)

Cartridge, Impulse MF-78
Cartridge MF-37
Cartridge MW19
Cross-Connector Strap
Electronics Package

Assembly None 8
Pilot Parachute None 15
Pilot Parachute Connector Strap 15
Riser Assembly None 15
Spreading Gun None 11 1/2

Note 1: Replace at Canopy Assembly replacement.

(1) Markings for completeness, legibility, and agree-
ment with information on Parachute Record (OPNAV

4790/101).
(2) Compare configuration of parachute assembly to
that shown in| WP 020 04|Illustrated Parts Breakdown.
11. AUTOMATIC PARACHUTE RIPCORD
RELEASE.
NOTE

Do not mismatch cover and power cable housing
assembly and barrel and receiver assembly.

a. Serial numbers on the cover and power cable housing
and receiver and barrel assembly for matched
numbers. (QA)

b. Receiver and barrel assembly for nicks, cracks, gouges,
distortion, corrosion, or other damage which could cause
malfunction in-service.

COVER AN R\
PnlERcﬂglEn AWMING PIN
HOUSING INSTALLATION LaBEL
ASSEMDLY

WARNING LABEL

NOMENCLATURE
PART NC.AND
SERTAL MO, LABEL

CARTRIEGE
(NSTALLED
LAREL

FOWER CAELE
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c. Decals and labels for legibility and security of
attachment.

d. Cover and power cable housing for nicks, gouges,
distortion, corrosion, and security of power cable housing.

e. Power cable for freedom of movement and secure
attachment of swaged ball and power cable eye (Figure 9).

f. Arming cable for kinks, broken strands, corrosion, and
security of arming pin and sqaged ball.

g. End fitting for distortion, corrosion, cracks, breaks, and
security of attachment.

h. Arming cable clip retainer and retainer pin for
distortion, corrosion, and other damage.

i. Arming cable housing for bends, retention of end furrel,
retention of housing retainer.

j. Aneroid for evidence of expansion and correct
indication.

k. Ensure proper retention of arming pin retainer by
inserting arming pin in retainer while barrel is
unlocked. Press pin into place firmly until locked into pin
groove. Pin should now be held securely.

1. Manually pull arming cable pin from retainer, ensuring
that pin was properly secured. (QA)

m. Sealing compound on aneroid; seal must be
intact. Cracks due to normal aging of seal material are
acceptable|(Figure 10).

COHMECT
RSSEMBLY LABEL

BAROMETRIC
ANERDID ALTITUDE
INDITATOE LADEL

1113
HOUSING

Figure 9. Attachment of Swaged Ball and Power Cable Eye
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END VIEW @— SEALING COMFOUND

ANERQID ECAL

ANERCID LEAK
RETECTER(RIBHT)

ARMING PIN HETAINER

BARREL END FITTING

SHEAR PIN
' L

1114

ARNING
CABLE

ARMING FIN

ARMINGCABLE  ARMING CABLE
HOUSING  HOUESIMG RETAINER

Figure 10. Sealing Compound Check

LEAF SPRING

‘ WARNING I

Do not twist socket, as this will break shear pin.

n. Socket for visible damage and retention of socket and
piston by shear pin.

SCREW

FanY
./ A \
: . LEAF SPRING
0. Snap-lock pin for security and damage. RETAINING ﬁ w BARREL ASSEMBLY

p. Teflon seal (inside of barrel) for placement. 1115

Figure 11. Presence of Torque Seal

q. Firing pin for flattening, gouges, and other damage.
12. RIPCORD RELEASE FIRING ALTITUDE
CHECK.

r. Leaf springs on receiver and barrel assembly for
damage; leaf spring retaining screw for condition and a. Install test chamber substitute arming pin in ripcord
B presence of torque seal (Figure 11). release.
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CAUTION

Do not release firing mechanism without test slug
installed, as this will distort the firewall.

b. Install test slug.

CAUTION

At no time will a tool or other device be used to open
or close the ripcord release.

c. Press barrel down into position in receiver, ensure
snap-lock pins lock barrel in position.

d. Perform firing altitude check:

NOTE

Determine whether actuator being tested is pre-set for
10,000 ft. or 14,000 ft. The ripcord release firing
check must simulate firing =1,000 ft. of pre-set
altitude.

(1) Install barrel and receiver in test chamber. (QA)
(2) Set altimeter to 29.92 in. Hg. (QA)

(3) Evacuate chamber to a minimum of 25, 000 ft.
pressure altitude. (QA)

(4) Decrease altitude at arate of 175 to 200 ft./sec. (QA)

(5) Actuate arm toggle to withdraw arming pin at
approximately 20,000 ft. pressure altitude. (QA)

(6) Verify altitude at which ripcord release firing pin
strikes test slug. (QA)

(7) Remove test slug from barrel; check primer for
indent; indent must be present and centered. (QA)

CAUTION

Test slug must be removed from barrel after each use.

(8) Repeat firing altitude check two additional times;
using a new test slug each time; the ripcord release must pass
all three firing altitude checks. (QA)

(9) Discard test slugs. (QA)
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(10) Remove ripcord release from altitude chamber.

(QA)
13. RIPCORD RELEASE END FITTING REMOVAL
TEST.
NOTE
The arming cable and housing shall be removed from

the automatic parachute ripcord release assembly.

a. Helper shall hold arming cable housing steady on
packing table.

b. Attach gage to the swaged ball using Type I or IA nylon
cord.

c. Using a straight steady pull, observe amount of pull
required to remove end fitting from arming cable housing.
Allowable force is 17 1bs. = 3 1bs. (QA)

14. SPREADING GUN.

‘ WARNING I

Safety pin must be installed. Do not twist or pull on
firing lanyard.

a. Extractor sleeve for contamination, fraying, loose or
broken stitching, security and condition of fasteners, and
security of attachment.

b. Decals and labels for presence and legibility.

c. Firing lanyard and stowage sleeve for contamination,
twists, cuts, burns, fraying, security of attachment and
condition of fasteners.

d. Spreading gun for corrosion, slugs properly held by
shear band assembly, security of plates, condition of
unbroken lock seal, and plate screws for presence and
condition of torque seal.

e. Firing pin housing for security. Grasp around housing
slug/plates with left hand. With right hand grasp safety pin
and top of firing mechanism. In counterclockwise direction
try to rotate firing mechanism. Any rotation of the firing
mechanism is cause for rejection.

f. Inspect the anti-squid retaining cord for proper attach-

ment to the apex lines and the cartridge. Verify presence of
tacking, and inspect for proper stowage of excess line in the

stowage sleeve. For proper tacking of the anti-squid retainer
cord, refer to/WP 004 00. [(QA)

g. Firing lanyard for proper stowage in stowage sleeve
channels and presence of tacking|(Figure 12).| (QA)
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TACKING E1ZE
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SHEAR BAND

FIBING
LANYARD

PLASTIC LOCK SEAL TACKING

EXTRACTOR STOWAGE
SLEEVE SLEEVE

DETAIL A

\-STOWAGE

| 15. CANOPY ASSEMBLY.

a. Canopy skirt hem, fabric surface, diagonal seams,
radical seams, vent hem, water deflation pockets, for cuts,
holes, ruptures, contamination, deterioration, and loose or
broken stitching.

b. Suspension lines and canopy apex lines for fraying,
ruptures, protruding inner core lines, burns, contamination,
and presence of twists.

c. Lines and spreading gun anchor loops for security of
attachment to skirt hem.

d. Attachment of four-line release anchor loops to
suspension lines 3 and 26.

e. Attachment of four-line release lanyards to anchor
loops on suspension lines 3 and 26.

l f. Connector links for corrosion, distortion, nicks,
burrs, sharp edges, and cracks.

NOTE

For Double “L” Connector Link, refer to [WP 020

for disassembly, assembly, and inspection
instructions.

g. Connector links for defective yoke and plate assem-
blies. Maximum of 1/32-in. play allowable in plate.

| b Torque seal unbroken with yoke and plate assem-
blies installed with knurled portion facing up and
[ screwheads facing outboard (Figure 13). (QA)

ELEEVE

6.2-1133

LOCKING PLATE
FLUSH (TYP)

r
A
\ N
/
§ _B—
}
LOCKED CONNECTOR LINK

6.2-1101

Figure 13. Torque Seal Unbroken

16. PILOT PARACHUTE AND BRIDLE
ASSEMBLY.

a. Pilot parachute:

(1) Fabric surfaces and seams for cuts, tears, fraying,
and loose or broken stitching.

(2) Seam area at crown for seam separation.

(3) Spring assembly for distortion.
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(4) Loose or broken tackings (4 places each) at bottom
and top of the coil spring.

(5) Locking cone and grommet for condition, and
security of attachment.

(6) Risers for security of attachment.
b. Internal bridle assembly:
(1) Cuts, fraying, and loose or broken stitching.

(2) Proper attachment to vent lines and pilot parachute
Lark’s head knot.

(3) Loose or broken tacking of lark’s head knot at pilot
parachute loop.

17. RISERS AND CROSS-CONNECTOR STRAPS.

a. Webbing for contamination, rust at points of
contact with metal parts, cuts, twists, fading, wear,
burns, fraying, abrasions, and loose or broken stitching.

b. Four-line release lanyard flute and ripcord housing
flute for wear and security of attachment.

c. Four-line release lanyard pull loops for loose or
broken tackings.

d. Ripcord grip retainer for corrosion, damage, and
security of attachment.

e. Shoulder harness fittings for corrosion, damage, and
security of attachment.

f. Ripcord grip retainer cover for condition and securi-
ty of attachment.

g. Cross-connector straps for contamination, cuts,
fraying, and loose or broken stitching.

h. Cross-connector straps for proper attachment to
connector links.

18. RIPCORD ASSEMBLY.

a. Cable for corrosion, bends, broken strands and
security of swaged terminal ball.

b. Locking pins for bends, dents, cracks, corrosion,
and security of attachment to cable.

c. Ripcord grip for dents, cracks, and corrosion.
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d. Housing and clip for corrosion, bends, dents, loose
ferrules, breaks, and cracks.

19. CONTAINER AND SUSPENSION LINE STOW-
AGE SLEEVE.

a. Grommets, cones, snap fasteners for security of
attachment, cracks, corrosion, nicks, and gouges.

b. Slide fasteners for condition and proper operation.

c. Fabric areas for seam separations, loose or broken
stitching, cuts, tears, contamination, and deterioration.

d. Presence and condition of warning labels.

e. Hardware for corrosion, bends, dents, nicks, sharp
edges, and security of attachment.

f. Spring opening assemblies for broken springs,
contamination, corrosion, cuts, fraying, bent or broken
hooks, elasticity, and loose or broken stitching.

g. Spring opening eyes (8) for security of attachment.

h. Releasable clamp and base plate for corrosion,
damage and security of stitching.

i. Release lanyard and lanyard guide for contamina-
tion, tears, fraying, loose or broken stitching, cuts,
burns, and locking pin for security of attachment.

j. Stowage sleeve for contamination, cuts, tears,
deterioration and loose or broken stitching.

k. Grommets and washers for corrosion, damage, and
security of attachment.

I. Stowage sleeve for security of attachment to
container.

20. LAP BELT ASSEMBLY AND BACK PAD.

a. Webbing for contamination, rust, cuts, fraying,
twists; loose or broken stitching and presence and
condition of keeper straps.

b. Adapters for corrosion, nicks, burrs, wear, and
cracks.

c. Lap belt fittings for corrosion, bends, burrs, wear,
and cracks.

d. Slide fastener for condition, and security of
attachment.
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e. Release assemblies for condition, corrosion, security

[ of attachment and proper operation (Figure 14).

[ | Figure 14. Release Assemblies

LAPEBELT
FITTING

6.2-1135

f. Back pad fabric area for cuts, tears, contamination,
loose or broken stitching and defective snap fasteners.

g. Back pad for presence and condition of warning

label.

| 21. SUSPENSION LINE CONTINUITY.

a. Activate the four line release and retack per

(Q4)

b. Ensure the spreading gun with suspension
and 28 are facing up. Inspect the suspension li
correct sequencing to the connector links a
spreading gun.

lines 1
nes for
nd the

c. Lines shall pass thru corresponding numbered slots
in spreading gun slugs. Ensure that loops attached to
odd-numbered suspension lines pass thru slots in

odd-numbered slugs. (QA)

d. Lines shall run free from skirt hem thru
corresponding numbered slots in spreading gun slugs to
[l connector links without dips or twists (Figure 15). (QA)
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Figure 15. Suspension Line Continuity Check

22. PACKING.

23. STRAIGHTENING OF CANOPY GORES.

a. Arrange canopy on packing table with folded gores
1 thru 14 on packer’s side and folded gores 28 thru 15
on helper’s side. Ensure attachment loop is located on

uppermost radial seam of folded canopy |(Figure 16).| [}
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ATTACHMENT
LOOP

6.2-5953
[ | Figure 16. Arrangement of Canopy

b. Helper shall place a shot bag on helper’s side of
P skirt hem (Figure 17).

6.2-5953A
I Figure 17. Placement of Shot Bag on Helper’s Side

c. Packer shall rotate all gores on packer’s side as a group,
except bottom gore, over to helper’s side of packing ta-
ble. Packer shall straighten and smooth bottom gore on
packer’s side of table, throughout its length to apex (Figure

B 19).
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6.2-5953B

Figure 18. Packer Shall Rotate All Gores on
Packer’s Side

d. Packershall return gores above shot bag on helper’s side
of packing table to packer’s side one at a time. Each fold
shall be straightened and smoothed (Figure 19).

6.2-5953C

Figure 19. Packer Shall Return All Gores
Above Shot Bag on Helper’s Side

e. Helper shall remove shot bag from canopy and place it
on skirt hem on packer’s side.

f. Helper shall rotate all gores on helper’s side as a group;
except bottom gore over to packer’s side of packing ta-

ble. Helper shall straighten and smooth gore on helper’s
side of table, throughout its length to apex|(Figure 20).
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i. Eachfoldshall be aligned and counted when placed back
onto table (Figure 22).

6.2-6168B

Figure 22. Each Fold Shall Be Aligned and Counted

j. Each group of folds on left and right of spreading gun

626168 shall count 14 gores.
Figure 20. Helper Shall Rotate All Gores on 24. STOWAGE OF STOWAGE SLEEVE IN |
Helper’s Side EXTRACTOR SLEEVE.
g. Helper shall return gores above shot bag on packer’s
side of table to helper’s side one at a time. Each fold shall WARNING
be straightened and smoothed. Remove shot bag on

packer’s side.

The 1/2-in. tapes must not be twisted around firing

h. Packer and helper shall grasp skirt hem at mid-sections lanyard.

of gores and rotate toward suspension lines (Figure 21). . . o
a. Ensure 1/2-in. tapes are not twisted around firing

lanyard.

b. Insert stowage sleeve into extractor sleeve open end
first (Figure 23).

SLEEVE
6.2-6168A

6.2-5431
Figure 21. Packer and Helper Shall Grasp
Skirt Hem and Rotate to Center Figure 23. Insert Stowage Sleeve
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c. Engage fastener on stowage sleeve to fastener on
B cxtractor sleeve. (QA)

d. Engage extractor sleeve fasteners on each side of safety
pin. Pull extractor sleeve straight and gently pull slack from
B firing lanyard (Figure 24). (QA)

DETAIL A

FASTENER

FIRING
LANYARD

PLASTIC MATING STOWAGF
LOCK SEAL FASTENERS SLEEVE
EXTRACTOR
SLEEVE

6.2-5431A

[ | Figure 24. Engage Fastener on Stowage Sleeve

e. Remove tension from canopy and remove tension strap
from vent lines.

| 25. INSTALLATION OF SPREADING GUN
CARTRIDGE.

CAUTION

Do not allow alcohol to flow inside gun as this could
damage O-rings and lubrication.

a. Clean cartridge chamber and threads with small amount
of denatured alcohol. Ensure that old sealing compound and
all foreign matter are removed. Gun shall be tilted to allow
alcohol to run out of gun. Allow a minimum of 2 min. drying
time for alcohol to evaporate.

b. Record type of cartridge, part number, delay time, lot
number, and service life expiration date on Parachute Record
(OPNAV 4790/101). (QA)

c. Apply sealing compound to top two threads of cartridge
B (Figure 25).
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~ SEALING COMPOQUND
TOP TWO THREADS

CTG~-IMP
30003-252 0045

o v s — ——— —— -

6.2-5526

Figure 25. Spreading Gun Cartridge Installation

d. Using messenger cord, draw vent toward skirt until anti-
squid retainer cord is even with spreading gun. Remove
messenger cord.

e. Helper will place spreading gun on packing table, with
cartridge opening in upright position and hold|(Figure 2).

f. Ensure there are no knots in retaining cord. Attach new
cartridge to anti-squid retainer cord by passing pin thru
screw base of cartridge and loop in end of anti-squid retainer

cord. (QA)
‘ WARNING I

Do not force cartridge into chamber. Safety pin must
be installed.

When a cartridge is properly installed, base should be
about even with top edge of chamber. If cartridge is
more than one thread above edge, remove cartridge
and check bottom of chamber for any obstruction, i.e.,
slug pistons. If cartridge is damaged replace with new
cartridge.

NOTE

Use only special tools furnished for cartridge
installation. Itisrecommended that a helper assist the
person performing cartridge installation by verifying
procedures as each step is accomplished.

g. Insert cartridge into chamber. Manually tighten
cartridge into chamber. If cartridge stops before threads are
engaged, remove cartridge and check for protruding slug
pistons, and push back as necessary.

h. Place pins of cartridge extractor wrench into holes in
cartridge and torque to a value of 84 * 12 in-lbs. (QA)
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Bl 26. FOLDING OF CANOPY.
a. Straighten canopy skirt hem.

b. Fold canopy on helper’s side by rotating gores to center
B of canopy (Figure 26).

6.2-6169B

Figure 28. Place One Shot Bag Behind Skirt Hem

6.2-6169
[ | Figure 26. Fold Canopy on Helper’s Side 27. AUTOMATIC PARACHUTE RIPCORD RELEASE
ASSEMBLY AND ARMING.

c. Fold canopy on packer’s side by rotating gores to
center. Folded canopy should be width of container NOTE
B assembly (Figure 27).
Right side of release assembly contains aneroid leak

detector.
‘ WARNING I

Ripcord release with proper altitude setting, time
delay cartridge, arming cable housing, and arming
cable must be used.

a. Ensure ripcord release has proper altitude setting,
arming cable housing, and arming cable. (QA)

b. Ensure arming cable housing is routed thru hole in
right side of release pocket and buttonhole in right side of
container.

6.2-6169A

Figure 27. Fold Canopy on Packer’s Side
[ g py

c. Insert arming cable into cable housing.

d. Place one shot bag slightly behind skirt hem and another
[l on middle of canopy (Figure 28). d. Attach clip retainer to cable housing.
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e. With receiver and barrel assembly in the open position,
install arming pin release assembly by inserting and locking
(arming pin is fully seated when an audible click is heard)
the arming pin into the arming pin retainer, ensuring the
arming cable housing exits out the left side of container
(Figure 29). (QA)

RECEIVER AND
BARREL ASSEMBLY

HOLE FOR ARMING
PIN INSTALLATION

ARMING PIN

6.2-5623

Figure 29. Installation of Arming Pin

‘ WARNING I

To ensure proper penetration of cartridge primer, firing
pin/hammer assembly must be completely
retracted. If edge where curved surface meets flat
surface of the hammer assembly is not aligned directly
above the arming pin, the release assembly is not
properly armed.

f. Ensure that firing pin/hammer assembly is completely
retracted. The firing pin/hammer is completely retracted if
top edge of hammer is aligned above arming pin (Figure

30). (QA)
ARMING PIN\ E»

N\

/@@

FIRING F’IN/HAMMER EDGE

CORRECT
EDGE ALIGNED
WITH ARMING PIN

6.2-5370
Figure 30. Verification of Firing Pin/
Hammer Retraction
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g. Connect arming cable housing retainer to receiver and
barrel assembly. Ensure that safety retainer secures housing
to receiver (Figure 31).

ARMING CABLE

HOUSING RETAINER
ARMING CABLE
HOUSING

DM )

6.2-5624

Figure 31. Attachment of Arming Cable Housing

‘ WARNING I

Complete arming and installation are mandatory from
this point as a safety measure.

h. Enter cartridge time delay, part number, type, expiration
date, and load lot number on Parachute Record (OPNAV

4790/101). (QA)
‘ WARNING I

Before installing delay cartridge in the automatic
parachute release, be sure that arming pin has been
inserted thru both the hammer and lock.

i. Insert correct cartridge perf WP 020 04 [in barrel. (QA)
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‘ WARNING I

If arming pin is improperly installed, cartridge will fire
while locking barrel.

j. While pressing barrel down, look thru inspection hole in
receiver and ensure that hammer assembly does not swing
toward firewall. If hammer swings, arming pin is improper-
ly installed. Do not attempt to assemble release assembly
further, as this could discharge the cartridge. Disassemble
improperly armed release assembly and rearm.

k. Press barrel down into position in receiver. As barrel
reaches proper position, exert forward pressure on
snap-lock, causing snap-lock pins to lock barrel in position.
Ensure that snap-lock is aligned with alignment arrow

B (Figure 32).

6.2-5625

[ Figure 32. Locking Barrel and Installation of Cover

1. Position cover and power cable housing assembly with
power cable facing container.

m. Position receiver and barrel assembly so locking screw
hole aligns with locking screw hole in cover and power cable
B housing assembly (Figure 32).

n. Slide receiver and barrel assembly into cover and power
cable assembly until holes for screws are aligned.

o. Install cover locking screw and lockwasher. Apply
torque seal to locking screw. (QA)
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‘ WARNING I

After automatic parachute release has been assembled
with delay cartridge firing pin is in a cocked posi-
tion. Movement of arming cable from the parachute
release in excess of 0.5-in. will cause actuation of the
device.

28. AUTOMATIC PARACHUTE RIPCORD |
RELEASE ARMED CHECKOUT AND
INSTALLATION IN CONTAINER.

a. Ensure arming device pin protudes (about 1/32-in.)
from arming pin retainer (Figure 33).

COVER ASSEMBLY

RECEIVER
AND BARREL

ASSEMBLY
ARMING PIN
MUST PROTRUDE
6.2-6170
Figure 33. Ensure Pin Protudes [ |

b. Ensure roll pin is visible and centered = 1/8-in. in
viewing hole (Figure 34). [ |

ROLL PIN MUST BE VISIBLE
AND APPROX. CENTERED
{£1/8 1N.) IN THIS HOLE

6.2-6170A

Figure 34. Ensure Pin is Visible [ |
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c. Ensure cover locking screw is installed with torque seal
B applied (Figure 35).

SCREW MUST BE
INSTALLED AND
TORQUE SEAL APPLIED

6.2-6170B

[ | Figure 35. Ensure Locking Screw is Installed

d. Ensure aneriod indicator is in proper position for local
B clevation (Figure 36).

ANEROID INDICATOR AROVE MUST MATCH VIEWS BELOW AT
4 =4 'm-‘ 7.000 14,000
rever T -J ET FT.

@l
d&/@

6.2-6170C

[ | Figure 36. Ensure Aneriod Indicator is in
Proper Position

e. Ensure cartridge is installed, look thru port and verify
[ cartridge rim is visible (Figure 37). (QA)
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CARTRIDGE RIM
MUST 8E VISIBLE

6.2-6170D
Figure 37. Ensure Cartridge is Installed

f. Insert ripcord release into pocket and close slide
fastener.

29. ATTACHMENT OF FIRING LANYARD TO
CONNECTOR LINK.

‘ WARNING I

Ensure that safety pin is installed in spreading gun.

a. At spreading gun, route firing lanyard between
suspension lines 21 and 22 (Figure 38).

6.2-5839

Figure 38. Routing of Suspension Lines
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b. Slide canopy towards container and form S-folds in
suspension lines large enough to allow loop in end of firing
[ lanyard to align with connector links (Figure 39).

6.2-5839A

[ | Figure 39. Slide Canopy Towards Container

‘ WARNING I

Ensure that no suspension lines are dropped from
connector link bar.

Firing lanyard shall be routed in such a manner as to
avoid encircling suspension lines.

c. Remove yoke and plate assembly from top connector
link on helper’s side.

d. Insert connector link bar thru loop in firing lanyard;
[l rcattach yoke and plate (Figure 40).
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\

FIRING
LANYARD

6.2-5839B
Figure 40. Insert Connector Link Bar thru Loop [ |

e. Tighten screw to a torque value of 23 * 2 in-lbs. (QA)
f. Apply torque seal to connector link screwhead.

30. ATTACHMENT OF CONNECTOR LINK TIES |
AND RISERS TO CONTAINER AND RELEASE
LANYARD TO CONNECTOR LINK.

a. Cut two 23-in. lengths of Type I or IA nylon cord and
sear ends. Do not use waxed cord, secure one end of each
cord to grommets at bottom end of container with a bowline
knot.

b. Remove the stud and eyelet fastener nearest to canopy
release end. Slide the eyelet fastener out through the unsewn
part of the webbing, between the two box-X stitching.

c. Position container on top of risers, inside facing up and

end flap with ripcord base plate facing toward canopy.
Insert risers into end flap slots at top of container|(Figure 41).| |}
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AIPCORD
HOUSING
BASE PLATE
{HIDDEN
FROM VIEW!

6.2-5840

[ | Figure 41. Position Container on Top of Risers

d. Remove connector links from tension hook and remove
tension hooks from packing table.

e. Rotate risers onto container and secure riser fasteners to
[l top two container fasteners (Figure 42).

6.2-5840A

[ | Figure 42. Rotate Risers onto Container
f. Position riser protection flaps over risers.

g. Position risers on container so connector links are on top
of second metal stiffener from bottom. Spread suspension
line groups outboard of each side of container.

h. Reeve release lanyard thru lanyard guide grom-
met. Position 36-in. mark on lanyard around bar on inboard
side of bottom connector link on packer’s side. Secure with
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a bowline knot followed by an overhand backup knot
(Figure 43). (QA)

GROMMET

MARK ON
LANYARLD

6.2-5840B

Figure 43. Reeve Release Lanyard thru
Lanyard Guide

i. Route connector link ties thru container grommets to
inboard side of connector links. Tie using three half-hitches,
trim excess (Figure 44). (QA)

Figure 44. Tie Inboard Side of Connector Links

j. Place cross connector straps on the second stiffener from
the bottom of container. Tack around cross connectors and
thru container with 1 turn of size E thread, single and waxed;
tie off|(Figure 45).
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c. Stow first bight of suspension line in stowage pocket
number 1. Suspension lines do not extend beyond pocket
(Figure 47). [ |

Figure 45. Tack Cross Connector Straps to Container

31. STOWAGE OF SUSPENSION LINES.

NOTE
Tie off all tackings with a surgeon’s knot topped NN e , N S
with_a_square knot, followed with a binder knot i AT
per |WP 002 00.| Trim off excess leaving 1/2-in. 6.2-5842A
a. Bring suspension lines together in center of container. Figure 47. Stow First Bight of Suspension Line [ |
b. Secure suspension lines to tab on suspension line d. Rotate sleeve and stow second bight in pocket
stowage sleeve with one turn of size FF thread, single and number 2. Extend this bight, 1 1/2 to 2-in. beyond pocket
B waxed; tie off (Figure 46). (Figure 48). [ |

6.2-5842 6.2-5842B

[ | Figure 46. Secure Suspension Lines to Tab Figure 48. Rotate Sleeve and Stow Second Bight [ |
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e. Rotate sleeve and stow remainder of suspension lines in a. Starting with stowage pocket number 6, stow firing
l respective pockets in same manner as and to a point lanyard in reverse order of stowed suspension lines. Firing

where the white mark, located on firing lanyard, is even with lanyard shall be stowed within stowage pockets between
stowage sleeve. Adjust length of last stow as necessary stowed suspension lines and outer pocket reinforcement
(Figure 49). tape. Avoid entanglement of firing lanyard with suspension
lines (Figure 50). [ |

L

eeeiid<
g s

ent
ot

ib

)
&Q\\;Q}\ -
i,'.,/' ‘;'\ ]

AR ‘2

6.2-5842C
I Figure 49. Rotate Sleeve and Stow Remainder
of Suspension Lines

6.2-5843

| 32. STOWAGE OF FIRING LANYARD IN
CONTAINER. Figure 50. Stowing of Firing Lanyard [ |

NOTE

Tie off all tackings with a surgeon’s knot topped

with a square knot, followed with a binder knot WARNING

per [WP 002 00.|Trim off excess leaving 1/2-in.

Firing lanyard shall be routed in such a manner as to

avoid encircling suspension lines.
WARNING

b. Continue stowing firing lanyard with last stow in pocket
number 4. Locking thong must be even with grommet in
Ensure that safety pin is installed in spreading gun. stowage sleeve attachment webbing|(Figure 51) [ |
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d. Form aloop in one end of tape and pass it thru grommet
of stowage sleeve attachment webbing (Figure 53). [ |

6.2-5843A

6.2-5844

[ | Figure 51. Continue Stowing Firing Lanyard
Figure 53. Form a Loop in One End of Tape [ |

c. Cutan 18-in. length of Type Il nylon tape. Pass one end e. Route firing lanyard thong thru loop in nylon tape and

of tape thru loop in suspension line stowed in pocket number draw tape tight (Figure 54). [ |
B 2 (Figure 52).

, ’ '?‘;\?}9

O

e

. i ) ' - ———
‘ ;NYLONTAPE .,' LANYARD \

THONG RN

6.2-5843B
6.2-5844A

Figure 52. Cut an 18-in. Length of Nylon Tape Figure 54. Route Firing Lanyard Thong thru Loop ||}
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f. Route free end of nylon tape thru stowage sleeve

h. Safety-tie firing line thong to stowage sleeve
B attachment loop (Figure 55).

attachment webbing with tacking passing thru thong and
webbing, then back thru webbing and thong, using one turn
of size FF thread, single and waxed; tie off (Figure 57). [ |

FREE END
OF TAPE
6.2-5844B
[ | Figure 55. Route Tape Thru Stowage Sleeve 6.2-6171
g. Draw tight and tie nylon tape to stowage sleeve Figure 57. Safety-Tie Firing Line Thong [ |
[ attachment loop. Trim excess tape to 1/2-in (Figure 56).

i. Tack slack in lanyard to stowage sleeve 2 1/2 = 1/2-in.
from bottom of stowage sleeve. Pass tacking thru lanyard
and edge of binding tape, then back thru edge of binding tape
and lanyard with one turn of size A thread, doubled and
waxed; tie off (Figure 58). [ |

1 ¥
ATHR,

<

6.2-5844C

6.2-6171A

[ | Figure 56. Draw Tight and Tie Tape Figure 58. Tack Lanyard Slack [ |
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] 33. STOWAGE OF SPREADING GUN AND CANOPY. c. Tack both corners of cover flap to container with one

turn of size FF thread, doubled and waxed, at each corner; tie
NOTE off (Figure 61). B

Tie off all tackings with a surgeon’s knot top

ped with
a si uare knot, followed with a binder knot per| WP 002

Trim off excess leaving 1/2-in.

a. Six folds shall be made when stowing canopy. Use the

following illustration as a guide while stowing canopy
B (Figure 59).

s(__

3( SKIRT HEM

C GUN\O——{ 6.2-5847

U | 1 | l
\ U Figure 61. Tack Both Corners of Cover Flap [ |
PACK STIFFENER (TYP}
6.2-5846
[l Figure 59. Six Folds Shall Be Made When Stowing NOTE
. . . . Ensure that bottom of spreading gun faces towards
b. Fold suspension line cover flap over suspension lines

B (Figure 60) packer’s side.

d. Remove shot bags. Place canopy on container with
bottom of spreading gun toward packer and centered

between first and second container stiffeners from container
bottom (Figure 62). [ |

6.2-5847A
6.2-5846A

[ | Figure 60. Fold Suspension Line Cover Flap Figure 62. Placement of Canopy on Container [ |



NAVAIR 13-1-6.2 020 02
Change 9 - 1 April 2003 Page 30 of 37 [

g. Second fold shall be positioned slightly behind skirt
WARNING hem. Sides of canopy shall spread 3 to 4-in. over sides of
container (Figure 65). [ |

Do not twist or pull on firing lanyard as this may
accidentally fire spreading gun.

e. Remove spreading gun safety pin and pull skirt hem to
| bottom of container (Figure 63). (QA)

6.2-5848

Figure 65. Positioning of Second Fold [ |

6.2-5847B h. To make third and fourth folds, helper shall use long bar
in same manner as with first and second folds. Fourth fold

n Figure 63. Remove Spreading Gun Safety Pin shall extend to align with bottom container edge (Figure 66). ||

f. To make first and second folds, place long bar on top of
canopy, parallel with upper container edge. Grasp canopy
about one container length from long bar and draw it across

[ container (Figure 64).

6.2-5848A

Figure 66. Positioning of Third and Fourth Folds [ |

i. Continue accordion-folding remainder of canopy into
container, maintaining canopy spread over sides of
container. Six folds shall be made when stowing canopy
[ | Figure 64. Placement of Long Bar on Canopy with the last fold folded under |(Figures 59 Iand 67). [ |

6.2-5847C
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k. Compress pilot parachute spring and remove guide tube
from locking cone. Locking cone shall protrude thru

grommet. Insert temporary locking pin into top hole of
locking cone.

I. Remove any pilot parachute cloth twisted around or
entangled in compressed spring.

m. Insert pin on temporary locking pin plate into bottom
hole of locking cone to keep pilot parachute compressed and
then remove temporary locking pin from top hole of locking
cone (Figure 69).

6.2-5848B

I Figure 67. Accordion Folding of Remainder
of Canopy

j. Position pilot parachute vertically on packing table and
insert guide tube into grommet in crown of pilot parachute.
Extend guide tube to bottom of pilot parachute and position

[ over locking cone on spring baseplate (Figure 68).

GROMMET
LOCKING PIN
PLATE
\ LOCKING PIN PLATE
i / / LOCKING CONE
—7- =
( —~
™~ CANOPY CLOTH SPRING
6.2-6172
A
6.2-5848C

Figure 69. Insert Pin on Temporary Locking
[ | Figure 68. Positioning of Pilot Parachute Pin Plate

‘ WARNING I n. Place pilot parachute on top of last fold of canopy with

locking cone aligned with second grommet from bottom
edge of container and pin plate positioned toward bottom of

Ensure pilot parachute cloth is not twisted around or container. Tuck pilot parachute cloth under outer edge of
entangled in compressed pilot parachute spring. crown| (Figure 70). [ |
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Figure 70. Place Pilot Parachute on Top of Canopy

o. Rotate parachute container 90-degrees counterclock-
wise.

34. CLOSING OF CONTAINER.

a. Pull side flap with locking cone over canopy and pilot
parachute and align second grommet from bottom container
edge over locking cone in pilot parachute (Figure 71).

6.2-5850

Figure 71. Pull Flap with Locking Cone Over
Pilot Parachute

b. Pullside flap with grommets over canopy while holding
side flap with locking cone in place. Keep canopy
movement to a minimum (Figure 72).
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6.2-5850A

Figure 72. Pull Side Flap with Grommets [ |
Over Locking Cone

c. Place grommets over locking cones and insert two

temporary locking pin toward top of container (Figure 73). |}

6.2-5850B
Figure 73. Place Grommets over Locking Cones [ |

d. Remove temporary locking pin plate from pilot

parachute locking cone and adjust canopy at both ends of
container (Figure 74). [ |

6.2-5850C

Figure 74. Remove Temporary Locking Pin Plate [ |
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